Foo.5.9 SEEDING, CLASS 24, EROSION CONTROL BLANKET, AND 4% TOP SOIL
SEEDING, CLASS 4, EROSION CONTROL BLAMKET (SPECIAL), AND 4" TOP SOIL
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LANDSCAPE GENERAL NOTES ~—
1. THE CONTRACTOR SHALL BE REQUIRED TO INSTALL AND MAINTAIN EROSION CONTROL .
MEASURES [MMEDIATELY AFTER STRIPPING OF EXISTING VEGETATION. \\ WETLAND
\
2. RUNOFF LEAVING THE JOBSITE MUST PASS THROUGH AN EROSION CONTROL SYSTEM ~— LIMITS
FOLLOWING HIGHWAY STANDARD 280001-07. T
\
3. PRIORITY SHALL BE GIVEN TG THE COMPLETION AND STABILIZATION OF THE ~—
DISTRURBED AREAS., WORK IN THESE AREAS SHALL NOT BE PROLONGED IN AN ATTEMPY \\\
THAT ALL FINAL GRADING AND STABILIZATION CAN TAKE FLACE AT ONE TIME, \;::‘
4, PERMANENT {ANDSCAPING ITEMS SHALL BE IMPLEMENTED IN CONJUNCTION WITH ~ 1~ ~,
CONSTRUCTION STAGING, 8  THE CONTRACTOR SHALL TAKE ALL NECESSARY PRECAUTIONS FOR THE PROTECTION OF  ~ ',
XISTING PLANT MATERIAL FOR WHICH THE CONTRACT DOES NOT PROVIDE REMOVAL. -,
5, UNDERBRUSH CR DERRIS AT PLANTING LOCATIONS SHALL BE REMOVED AND DISPOSED OF %Héspge,gérm oF msLng L A;, MATERIAL AND THE ésma of Rg,,mmm oF ‘i‘
ACCORDING TO SECTION 201 OF THE STANDARD SPECIFICATIONS. THIS WORK WILL NOT EXISTING PLANT MATERIAL DAMAGED BY THE CONTRACTOR SHALL BE DONE IN ACCORDANCE T,
BE PAID FOR SEPARATELY, BUT THE (OSTS SHALL BE CONSICERED AS INCLUDED IN THE WITH THE REQUIREMENTS OF SECTION 201 OF THE STANDARD SPECIFICATIONS. \"‘*-..,_'
CONTRACT UNIT PRICES FOR THE CONSTRUCTION ITEMS INVOLVED, AND NO ADDITIONAL e B
COMPENSATION WILL BE ALLOWED. =
6. FERTILIZER NUTRIENTS SHALL BE APPLIED TO SEEDING, CLASS 2A AT THE RATE
SPECIFIED IN SECTIONS 250 & 252 OF THE STANDARD SPECIFICATIONS.
7. ALL SEEDING NOT SHOWN ACCORDING TQ THE SPECIFIED SEASONAL DATE SHALL REQUIRE
PRIOR WRITTEN APPROVAL FROM THE ENGINEER, FAILURE TO SECURE SUCH APPROVAL
SHALL RESULT IN THE REJECTION OF THE SEEDING ANGREPLACEMENT BY THE CONTRACTOR
AT HIS/HER EXPENSE,
[ ] OENOTES WORK INCLUDED IN THE COST OF OTHER ITEMS
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